¥ 4 HEXAGON

Required input fields

Fields, input and output

FAQ
28 July 2022
Created with Version 13.0.5.1



(4 4 HEXAGON

Information about this document

All rights, including translation into foreign languages, are reserved. It is not allowed to reproduce any part of
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1 Required input fields

In order to highlight individual input fields of the parts and characteristics mask and thus indicate that input is
required for these fields, you have the option of selecting the corresponding fields of the parts and
characteristics level via the File | Configurations | Fields, Input and Output | Required input fields menu.

Start Graphics Results Assessment Window Extras / help
Save -] o stan dataand reports, “! Fialds, input and output
E Save... I Databases ;':E Required input fields
= potehose selectionond orfiquten {=I(2 Definition of the used measured
é Close gﬁ Catalogues Dz quantity
0 o = caof catalogues and edit {2538) Formating output
= Printer Calculated expression
% English ousceofthe —’ Default forprinting graphics; POF Crea 7.'- output points induding
IT_ Ribbo
L= Ribbon configuration Hierarchy export (-> Best Fit Move)
2, v BECoron | e
X Sign out user @4 Fields, input and output
Fields selection for target entry x
Parts fields Characteristics figlds Configurations
1001 Part number 2001 Characteristic Mumber Verify fields automatically when:
1002 Part description 2002 Characteristic Description
1004 Part Amendment status 2110 Lower Specification Limit cl ind
1203 Reason for Test 2111 Upper Specification Limit L] Close window
8500 Subgroup size [ Savetestplan
8501 Subgroup type
[] Closetest plan
[] Opentestplan
[] Ewaluation
+ S + -
QK Cancel Help

The subdivision is made according to part fields and characteristic fields. You can add or remove fields of the
corresponding level to the list via the button.

To check the entries for completeness, you can choose from the options shown. For various actions, a check
of the required fields is available for selection
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The main use is for colouring on the masks. All fields that are specified in the required fields are coloured here
in the standard. If desired, the colour can still be defined.

o

)

Part number Part description

| ‘ |??? Input screens configuration »
Control item Product Reason fg Mask dlSpIay
| ne documentation v| | | |
catalogue fields
Partremark ) Use siendard display |
I
F Catalogue name
Drawing number Drawing Amendment | Drawing name | | El| Ccatalogue Entry
Blocked fields
Data language internal configuration Use standard display

|_ v‘ |Standsrd view fe | g -
F Field description

Bl | Field record

Manufacturer No. Manufacturer name
| ‘ | Required input fields

| Use standard displ
Material number Material Description Maching Num :e andard display
| ‘ | | | F'F | Field description
Contractor Number Contractor Name Work Cycle /| r"p B Field record
Customer Number Customer Name Plant Sector

| ‘ | | | oK Cancel Help

If K fields with defined field contents are defined as required fields, they are only marked in
V colour. A check for "content available" cannot take place because the default entry is always
available.

2 Check required fields automatically for

A check of the required fields can be triggered at certain points:

x

Konfigurationen
Solfelder automatisch Uberpnifen

bei:

Fenster schliefen
[ ] Prfplan speichem
[ ] Prfplan schliefen
[] Prfplan éffnen

[] Auswertung
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2.1 Close window

The check only happens for the mask that is currently being closed. Different lists can therefore be displayed
for the parts mask and the characteristics mask.

) Control of the required input fields

Unused required input fields

Part: 1 K1001 Part number
Part: 1 K1004 Part Amendment status
Part: 1 K1203 Reason for Test

'f__\.' Control of the required input fields - 0 x

Unused required inpurt fields

Part: 1 Charactenstic: 1 K2110 Lower Specification Limit
Part: 1 Characteristic: 1 K2111 Upper Specification Limit

2.2 Save test plan / Close test plan / Evaluate test plan

A complete view of all missing required fields can be displayed when saving, closing and evaluating (Execute
evaluation):

-f___\s Control of the required input fields

Unused required input fields

Part: 1 K10017 Part number

Part: 1 K1004 Part Amendment status

Part: 1 K1203 Reason for Test

Part: 1 Characteristic: 1 K2110 Lower Specification Limit
Part: 1 Characteristic: 1 K2111 Upper Specification Limit
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2.3 Open test plan

A special case is the "Open test plan”. If the required field check is active for "Open test plan” and information
is missing in these fields, the "required field mask" opens directly after opening the data record.

In most cases, this will initially be without content, the required field mask is not part of the delivered mask
files.

) Mask of required fields

To add these, copy the section of the "Characteristics table" in the mask designer, then define the new section
as "Mask section for Required input fields".

Section properties

() General mask

() Parts mask

() Characteristics mask
() Group mask

() Values mask

(7} Table of characteristics

(®): Characteristics table of required figlds ;

The grid in this mask always shows exactly all fields as a table, which are defined in the required fields.

) Mask of required fields

Number Description

|6 |

‘ Reason for Test
|

Machine Description
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2.4 Check required fields manually

To start a manual check, the option "Required fields check" is available on the "Start" tab next to the masks.
This option is only active when one of the masks is open.

4 Parts mask E==| Values mask Table of characteristics 1 = 1£_‘.| Change log
'Eg Group mask E Switch of input screen masks @ Required field check
@ Characteristics mask [ Parts/ characteristics list []) Document allocation

Mask

Required field check

Shows the mandatory input fields
that are not completed in the parts
characteristics mask [yet]

All open data sets are checked at part and feature level.

Q Control of the required input fields - 0O x
Unused required input fields

Part: 1 K1001 Part number

Part: 1 K1004 Part Amendment status

Part: 1 K1203 Reason for Test

Part: 2 K1004 Part Amendment status

Part: 2 K1203 Reason for Test

Part: 2 Characteristic: 2 K2110 Lower Specification Limit

QK Cancel Help
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